ACCESSIBLE SHOWER PANEL
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Rear Fixed Model Shown
( Front Fixed Model with Security Screws available)

* 304 Stainless Steel * Push button activated shower heads
features ¢ Integrated soap holder with raised ¢ Easy to maintain one piece manufacture
and landing texture (excluding shower units)
benefits ¢ 2 x built in security shower heads for dual « Wall Mounting Frame (rear fixed model)
users

BRITEX Accessible Shower Panels are suitable to be specified for correctional and prison
projects due to their vandal and contraband proof features. This model incorporates two
built in security shower head for dual users. Both showers access tempered water and
are activated by individual push button control valves (on/off). A wall mounting frame is
provided with rear fixed models while front fixed models are supplied with security
tamper resistant screws.

BRITEX S.S. Accessible Shower Panel - Incorporating 2 x push button activated security shower heads
and integrated soap holder, rear/front fixed - Product Code US-BSPA

*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional
feature that can be removed if not required. Please refer to the back of this page for additional specification details and options.
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VISIT BRITEXUSA.COM TO DOWNLOAD THE MOST CURRENT PRODUCT LITERATURE.

BRITEX USA
7336 Hinds Ave, North Hollywood, CA, 91605
t 818-764-4145 | f 818-400-1289 | britexusa.com | sales@britexusa.com
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BRITEX SECURITY RANGE

#US-BSPA / ACCESSIBLE SHOWER PANEL

ACCESSIBLE SHOWER PANEL

PRODUCT CODE

US-BSPA
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When specifying this
product please include:

* Product Name and Code
* Product Features / Options

specifying

guide
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* Rear or Front Fixed

VISIT BRITEXUSA.COM TO DOWNLOAD THE MOST CURRENT PRODUCT LITERATURE.

/ A /nnovating since 1938

Due to ongoing research and our commitment to product

development, details are subject to change without notice.

Details accurate at time of print.

Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.





