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*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional 
 feature that can be removed if not required. Please refer to the back of this page for additional specification details and options.

BRITEX S.S. Semi Recessed Vanity Basin - 19.68"[500] x 19.68”[500] x 12.12"[308] O/A. Bowl to be 
5.51"[140] deep. Supplied complete with radius front edge, integral shroud, and 1.57"[40] waste outlet - 
Product Code US-HBSR

• Highly vandal resistant
• Space saving fixture
• Grade 304 SS (1.2mm -16/18 gauge)
• 1.57"[40] waste outlet supplied

• Radius safety front edge
• 1, 2 or 3 tap holes

The BRITEX Semi Recessed Vanity Basin combines space savings with vandal resistance.  
Fabricated from 16 gauge stainless steel, it provides a great deal of vandal resistance by 
incorporating concealed fixings and security shroud without compromising on aesthetics.  
It can be used either in new projects or to replace damaged Vitreous China Basins. Supplied 
complete with 40mm waste outlet and tap holes as required. 
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*Tapware shown for indicative purposes only
(benchtop by others)

VISIT BRITEXUSA.COM TO DOWNLOAD THE MOST CURRENT PRODUCT LITERATURE.

BRITEX USA
17032 Roseton Ave, Artesia, CA, 90701

t 818-400-1289 | britexusa.com | sales@britexusa.com
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PRODUCT CODE

• Tap holes• Product Name and Code
• Product Dimensions
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SEMI RECESSED VANITY BASIN

US-HBSR 

MODEL US-HBSR Front Elevation MODEL US-HBSR Side Elevation

MODEL US-HBSR Plan

Due to ongoing research and our commitment to product  
development, details are subject to change without notice.

Details accurate at time of print.  
Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.

VISIT BRITEXUSA.COM TO DOWNLOAD THE MOST CURRENT PRODUCT LITERATURE.
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